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ORDINANCE NO. 2008-_2

An ordinance amending Section 21-71(b) of the Victoria City Code to require developers to chemically
stabilize the subgrade of streets they install in rural subdivisions, repealing conflicting ordinances,
providing for severability, providing for codification and savings, and declaring an effective date.
BE IT ORDAINED BY THE CITY COUNCIL OF THE CITY OF VICTORIA, TEXAS:
1.
Subsection (b) of Section 21-71 of the Victoria City Code is amended to read as follows:
(b) Streets and Drainage. The developer of a rural subdivision shall provide street and drainage facilities in accordance
with the City of Victoria’s Engineering Design Standards and Specifications as modified by the following specifications,
Table 2.3, Table 2.4, and Figure 2.6:
(1) Storm sewer shall be Class III Reinforced Concrete, tongue and groove, installed with ram-nek. Closed
conduits, circular, elliptical, or box, shall be selected based on hydraulic principals and economy of size and shape.
6:1 sloped-end treatments shall be placed and formed at all ends of pipe (street intersections or driveways).
(2) Larger pipes upstream shall not flow into smaller pipes downstream unless construction constraints prohibit the
use of a larger pipe downstream, or the improvements are discharging into an existing system, or the upstream
system is intended for use in detention.

(3) Crowns of pipe shall be matched at any size change unless severe depth constraints prohibit.

(4) Storm sewers shall be located in public street rights-of-way or in approved easements. Back lot easements are
discouraged and may not be utilized unless approved by the City Engineer.

(5) Pipe located between lots or within 20 feet of an existing structure shall have rubber gasket joints.
(6) Ditch side slopes shall be no steeper than a 3:1 slope (3 feet horizontal to every 1 foot vertical).
(7) The “n” coefficient for the ditch calculations shall be a minimum of 0.035.

(8) Erosion control methods approved by the City Engineer shall be utilized in ditch designs where velocities of
flow are calculated to be greater than 5.0 feet per second or where soil conditions dictate their need.

TABLE 2.3

Rural Subdivision Street Standards
Element Rural Subdivision Street
Design speed 30 miles per hour
Minimum centerline 300 feet
Desirable minimum grade 0.3%
Minimum grade 0.2%
Stopping sight distance 200 feet
Minimum number of traffic lanes 2
Minimum pavement width' 24 feet
Minimum shoulder width 2 feet
Minimum right-of-way width 60 feet

! Pavement width does not include shoulder width.
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TABLE 2.4

Rural Subdivision Drainage Standards
Element Rural Subdivision Drainage
Maximum depth of water in ditch top of ditch (5-year storm frequency)
Maximum depth of water at any point in crown of roadway 12 inches (100-year storm frequency)
Minimum size storm sewer pipe for underground drainage 18 inches
Minimum size of box culverts 2 feet x 2 feet
Maximum ditch side slope 3:1 slope
Minimum depth of ditch without City Engineer's approval 18 inches

Maximum depth of ditch without City Engineer's approval 4 feet

Figure 2.6
Rural Subdivision Street and Ditch Detail
(Stabilized in accordance with City of Victoria Standard Specification Section 02241 or an alternate specification approved by the
City Engineer)
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2,
All parts of ordinances in conflict with this ordinance are repealed to the extent of such conflict, including, but not limited
to, Section 5 of Ordinance No. 2002-18.

3.

If any provision of this ordinance, or the application thereof to any person or circumstances, shall be held invalid or
unconstitutional by a Court of competent jurisdiction, such invalidity shall not affect the other provisions, or application thereof, of
this ordinance which can be given effect without the invalid provision or application, and to this end the provisions of this ordinance
are declared to be severable.

4,

It is the intention of the City Council that this ordinance shall become a part of the Code of the City of Victoria, Texas, and
it may be renumbered and codified therein accordingly. The Code of the City of Victoria, Texas, as amended, shall remain in full
force and effect, save and except as amended by this ordinance. Note to codifier: Replace term "GRAPHIC LINK:Rural
Subdivision Street and Ditch Detail" following VCC §21-71(j), with graphic link to Figure 2.6 in VCC §21-71(b).



